B FAU. ILLINOIS CONTRACT TOTAL | SHEET
ROUTE NO. SECTION PROJECT NO. | COUNTY | sHEETS | NUMBER
VARIES | 09-00162-00-RS | ARA-5052(026) | 87439 | LASALLE| 9 7
STA, 103431 - LT. TO STA. 107471 - LT,
HOT-MIX ASPHALT SURFACE REMOVAL (COLD MILLING), 2" = 195.6 S.Y. (4’ X 440"
STA. 100400 - TO STA. 102400 - RT. & LT. BITUMINOUS MATERIALS (PRIME COAT) = 15.6 GALLONS
30° PAVEMENT WIDTH HOT-MIX ASPHALT BINDER COURSE, IL-12.5, NSO, 2" = 22.0 TONS .
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STA. 101+78 -
VALVE BOX TO BE ADJUSTED

STA. 99450 - TO STA. 102450 RT. & L
THERMOPLASTIC PAVEMENT MARKING - LINE. 4 WHITE = 600 FT.

STA. 101492 - ¢ -TO STA. 110481 - ¢
THERMOPLASTIC PAVEMENT MARKING - LINE, 4“ YELLOW = 1,108 FT.

HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT,

STA. 108431 - RT. (ENTRANCE)
SAW CUT BUTT JOINT, 1-1/4"
52.2 S.Y. (5° X 999

0"~ 1-1/4" =
BITUMINOUS MATERIALS (PRIME COAT) = 4.2

GALLONS

AGGREGATE (PRIME COAT) = 104.0 LBS

HOT-MIX ASPHALT SURFACE COURSE, MIX “C*,

# BITUMINOUS MATERIALS (PRIME COAT) SHALL BE MC-30

N50, 1~1/4” - 2 = 4.8 TONS

__ STA. 109460 ~ RT. (ENTRANCE)
BITUMINOUS MATERIALS (PRIME COAT) =
AGGREGATE (PRIME COAT) = 64.0 LBS

HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT, 0"~

AG
HOT-MIX ASPHALT SURFACE COURSE, MIX “C",

FOR GRAVEL DRIVES APPLIED AT A RATE OF 0.35 GALLONS/SQUARE YARD

11.2 GALLONS %
HOT-MIX ASPHALT SURFACE COURSE, MIX “C”, N50, 2" = 2.9 TONS (8’ X 36"

STA. 113+23 - RT. (ENTRANCE)
SAW CUT BUTT JOINT, 1-1/4”
1-1/74" = 80.6 S.Y. (5° X 145" _
BITUMINOUS MATERIALS (PRIME COAT) = 6.4 GALLONS
GREGATE (PRIME COAT) = 161.0 LBS
N50, 1-1/4" - 2” = 7.4 TONS

STA.
THERMOPLASTIC PAVEMENT MARKING - LINE, 4“ YELLOW =

110481 - ¢ ~TO STA. 132403 - ¢
530 FT.

3’ WIDE AGGREGATE WEDGE SHOULDERS,

TYPE B, (RT. & LT}

STA. 121472 - RT. TO STA. 124425 - RT.

HOT-MIX ASPHALT SURFACE REMOVAL (COLD MILLING), 2" = 112.4 S.Y. (4 X 253"

ITUMINOUS MATERIALS (PRIME COAT) = 9.0 GALLONS
HOT-MIX ASPHALT BINDER COURSE, IL-12.5, N50, 2" = 112.4 S.Y. (4’ X 253"
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STA. 113490

_ STA. 114466 - RT. (ENTRANCE)
BITUMINOUS MATERIALS (PRIME COAT) = 12.7 GALLONS
AGGREGATE (PRIME COAT) = 73.0 LBS
HOT-MIX ASPHALT SURFACE COURSE, MIX “C”, N50, 2" = 3.3 TONS (8’ X 41

STA. 118+23 - RT. (ENTRANCE)
BITUMINOUS MATERIALS (PRIME COAT)
AGGREGATE (PRIME COAT) =

CANAL ROAD

STA. 119450 - RT. (ENTRANCE)

BITUMINOUS MATERIALS (PRIME COAT) =
AGGREGATE (PRIME COAT) = 710 LBS
HOT-MIX ASPHALT SURFACE COURSE, MIX “C*,

6.5 GALLONS %

HOT-MIX ASPHALT SURFACE COURSE. MIX “C”, N50, 2“ = 1.7 TONS (8’ x 217

(61047)

12.5 GALLONS
N50, 2" = 3.3 TONS (8’ X 409

S$TA. 122+77 - RT. (ENTRANCE)
AGGREGATE (PRIME COAT) =

HOT-MIX ASPHALT SURFACE COURSE, MIX “C“,

* BITUMINOUS MATERIALS (PRIME COAT) SHALL BE MC-30 FOR GRAVEL DRIVES APPLIED AT A RATE OF 0.35 GALLONS/SQUARE YARD

BITUMINOUS MATERIALS (PRIME 0COATS)

TANTINTINN \“\‘\\“\"}\“\\“\\
MM itss

STA. 125+70

STA. 12446 - RT. (ENTRANCE}
SAW CUT BUTT JOINT, 1-1/4"
HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT, 0~
BITUMINOUS MATERIALS (PRIME COAT) = 6.2 GALLONS
AGGREGATE (PRIME COAT) = 154.0 LBS
HOT-MIX ASPHALT SURFACE COURSE, MIX “C*, NS0, 1-174" - 2" =

1-1/74" = T1.2 S.¥. (6’ X 1391

7.4 TONS

6.2 GALLONS %
N50, 2" = 17.0 TONS (4 X 401

RENWICK & ASSOCIATES, INC.

228 West Main Street
Ottawa, Illinois 61350
TEL: 815-434-3200
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